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Introduction to Global Fire Equipment UK

Built on
Innovation

GFE (UK) Fire Ltd, trading as Global Fire Equipment UK, was established in January 2021.
Gaining full backing from Global Fire Equipment’s headquarters in Portugal, our company
was set up to become the sole importer of all Global Fire Equipment products into the UK
fire safety sector. GFE UK aims to provide innovative solutions with the goal of being seen
as the system provider of choice.

The UK’s fire safety market is one of diverse and ever-changing requirements. We have set
our sights on growing the GFE UK brand through the promotion of GFE’s evolving product
portfolio, and through the excellent relationships we have established with a select group
of direct customers.

We are committed to delivering the highest standards of customer service and support.
Working with our authorised key distributors, system installation partners and end users,

we provide and deliver high quality and competitively priced systems and solutions to our
UK customers.

Keep up to date with GFE UK by following us on:
@ Global Fire Equipment UK - Official

@ @globalfireuk

o /Global Fire Equipment-UK

n @ globalfire-equipment.co.uk

A ‘Global’ Journey

GFE established
in Denmark

GFE moves
to Portugal
GFE-TEC established
CREATECH
established
o\
S -
7
January 2021
GFE UK is established
0203404 6790




Analogue Addressable Range

Analogue Addressable Panels

The CHAMELEON range is the next generation of analogue addressable control panels.

The high resolution, high contrast backlit blue graphical LCD display provides a clear and effective
user interface which can accommodate any type of custom characters or graphical symbols, allowing
multiple language support as well as pictorial and customisable elements.

Designed with high quality and flexibility in mind, the CHAMELEON range combines sophisticated
design and powerful features with easy installation, making it an ideal and cost-effective solution for
a wide range of applications.

A distributed intelligence network provides a high level of security and resilience, especially when
redundancy and backup measures are required.

A unique, installer-friendly and dynamic, automatic self-learn facility bypasses the traditional
manually initiated auto-learn process.

The CHAMELEON range of panels has a ‘multi-master’ approach which means that each
independent panel on a network is aware of all system network events, and all panels within the
network share the cause and effects as a global system. This works alongside GFE’s unique, highly
intelligible broadcast feature which will send local configuration to the network, ensuring a high
level of redundancy. In simple terms, as long as you have broadcasted the correct and up-to-date
configuration across the network, if a panel’s main PCB or loop card fails, you can replace it and
broadcast from another working panel on the network, and you can get the configuration back at
that local panel at the click of a button.

Global Fire Equipment has ensured backward compatibility with its older generation of devices when
developing new products.

@ globalfire-equipment.co.uk

EN54-2 and EN54-4
1328-CPR-0811
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Analogue Addressable Range

G-ONE

Single Loop
Fire Alarm Control Panel (non-expandable)

The G-ONE is a versatile and compact, single loop
analogue addressable fire alarm control panel
which can be surface or flush mounted.

Designed with affordability and flexibility in mind,
the G-ONE combines sophisticated design with
easy installation and intuitive commissioning
whilst offering a cost-effective solution for smaller
and standalone installations.

With the addition of a network card, the G-ONE
panel offers advanced CHAMELEON peer-to-peer
multi-master network communication and is
capable of being networked with up to 32 control
panels from the GFE range.

Each network control panel has its own internal
configuration which is backed up along with

the entire network configuration, providing the
highest level of network security and resilience
required for distributed fire detection and alarm
systems.

A unique and user-friendly dynamic, automatic
self-learn facility bypasses the traditional manually
initiated auto-learn process.

EN54-2 and EN54-4
1328-CPR-0811

@ globalfire-equipment.co.uk

Key Features:

v/ Only available as a single loop panel v/ USB (Type B) port for PC communication

v/ 16 fire zone LEDs v/ 2 conventional sounder circuits

v/ 188 addressable devices per loop with a 125 v/ 2 fire output relays (changeover) and 1 fault relay
address limit (max. 250 devices) (NC)

v/ 900mA per loop v/ 512 fully programmable alarm (sounder) groups

v Supports GFE and ZEQS protocols v 5121/0 groups

v/ When panel is powered on in installation mode, no v/ 10,000 event memory
‘auto-learn’ is required at commissioning stage as it v/ High resolution, high contrast backlit blue LCD
will learn all devices within 90 seconds display

v/ Peer-to-peer network of up to 32 CHAMELEON v Each panel backs up the configuration of the entire
control panels network

v/ RS422/Fibre-Optic options for networking
communication

Technical Specifications:

Mains Supply 90V AC to 230V AC 50/60 Hz (+10%, -15% tolerance)

Primary DC Supply 28.5V DC @ 2.4A (max)

Secondary Supply 21.6V DC (min) to 27.2V DC (max) - battery charger: 27.5V DC

Battery Capacity 2 x 12V 7Ah (internally)

Quiescent Current 52mA

Alarm Current 91mA

Aux. Power Output 2 x 24V DC 300mA / 1 x 24V switched output

Loop Output Current (per loop)

900mA alarm peak/165mA quiescent

Conventional Sounder Circuits

2 x 250mA Max current drive - Fully monitored

Aux. Relays (Fire) 2 x rated 2A @ 30V DC resistive/0.5A @ 120V AC resistive/0.25A @ 240V AC resistive
Aux. Relays (Fault) 1 rated 2A @ 30V DC resistive/0.5A @ 120V AC resistive/0.25A @ 240V AC resistive
Operating Temperature 10°Cto 50°C
Humidity Max. 85% RH Non-Condensing
Ingress Protection Surface Mount: IP30, Recessed Mount: IP65
Dimensions 273mm (L) x 404mm (H) x 107mm (W)
Weight 1.6Kg (no batteries)
Enclosure Colour White (RAL 9003) / Anthracite (RAL7016)
GFE Order Code Part No. Description
G-ONE G-ONE G-ONE 1 Loop Control Panel - Non Expandable

0203404 6790




Analogue Addressable Range

GEKKO

0 &2 Loop
Fire Alarm Control Panel

The GEKKO is the successor to the JUNIOR V4
panel.

It is a versatile and compact analogue
addressable fire alarm control panel which is
expandable from 0 to 2 loops and can be surface
or flush mounted.

Powerful cause and effect programming
capabilities along with enhanced system
diagnostics performance make the GEKKO panel
suitable for a wide range of applications, from
small to large buildings or sites with multiple
complex areas.

With the addition of a network card, the panel
offers advanced CHAMELEON peer-to-peer
multi-master network communication and

is capable of being networked with up to 32
control panels from the GFE range.

Each network control panel has its own internal
configuration which is backed up along with

the entire network configuration, providing the

highest level of network security and resilience

required for distributed fire detection and alarm
systems.

A unique and user-friendly dynamic, automatic
self-learn facility bypasses the traditional
manually initiated auto-learn process.

EN54-2 and EN54-4
1328-CPR-0811

@ globalfire-equipment.co.uk

Key Features:

Expandable to 2 loops
16 fire zone LEDs

900mA per loop

RSN K<

188 addressable devices per loop with a 125
address limit (max. 250 devices)

Supports GFE and ZEOS protocols
No ‘auto-learn’ required at commissioning
stage. The panels automatically detect and

USB (Type B) port for PC communication

2 conventional sounder circuits

2 fire output relays (changeover) and 1 fault relay
(NC)

512 fully programmable alarm (sounder) groups
512 1/0 groups

10,000 event memory

High resolution, high contrast backlit blue LCD

R XSS~ K1«

recognise addressed and connected devices display
v/ Peer-to-peer network of up to 32 CHAMELEON Each panel backs up the configuration of the entire
control panels network
v/ RS422/Fibre-optic options for networking
communication
Technical Specifications:
GEKKO-0 ‘ GEKKO-2
Mains Supply 90V AC to 230V AC 50/60 Hz (+10%, -15% tolerance)
Primary DC Supply 28.5V DC @ 2.4A (max)
Secondary Supply 21.6V DC (min) to 27.2V DC (max) - Battery Charger: 27.5V DC

Battery Capacity

2 x 12V 7Ah (internally)

Quiescent Current

52mA [ 55mA

Alarm Current

92mA \ 96mA

Aux. Power Output

2 x 24V DC 300mA/1 x 24V switched output

Loop Output Current (per loop)

900mA alarm peak/165mA quiescent

Conventional Sounder Circuits

2 x 250mA Max current drive - Fully monitored

Aux. Relays (Fire)

2 x rated 2A @ 30V DC resistive/0.25A @ 240V AC resistive

Aux. Relays (Fault)

1 rated 2A @ 30V DC resistive/0.5A @ 120V AC resistive/0.25A @ 240V AC resistive

Operating Temperature

-10°Cto 50°C

Humidity Max. 85% RH Non-Condensing
Ingress Protection Surface Mount: IP30/Recessed Mount: IP65
Dimensions 273mm (L) x 404mm (H) x 107mm (W)
Weight 1.6Kg (no batteries)

Enclosure Colour

White (RAL 9003)/Anthracite (RAL7016)

GFE Order Code Part No. Description
GEKKO-0 GEKKO - 0 LOOP GEKKO 0 Loop Control Panel
GEKKO-2 GEKKO - 2 LOOP GEKKO 2 Loop Control Panel

0203404 6790




Analogue Addressable Range

OCTO+

2-4 Loop
Fire Alarm Control Panel

The OCTO+ is a versatile and compact analogue
addressable fire alarm control panel, available in
2-4 loops, which can be surface or flush mounted.

Powerful cause and effect programming
capabilities along with enhanced system
diagnostics performance make the OCTO+ panel
suitable for a wide range of applications, from
small to large buildings or sites with multiple
complex areas.

With the addition of a network card, the panel
offers advanced CHAMELEON peer-to-peer multi-
master network communication and is capable
of being networked with up to 32 control panels
from the GFE range.

Each network control panel has its own internal
configuration which is backed up along with

the entire network configuration, providing the
highest level of network security and resilience
required for distributed fire detection and alarm
systems.

A unique and user-friendly dynamic, automatic
self-learn facility bypasses the traditional manually
initiated auto-learn process.

EN54-2 and EN54-4
1328-CPR-0811

@ globalfire-equipment.co.uk

Key Features:

v/ Available as a 2- 4 loop panel v/ USB (Type B) port for PC communication

v/ 16 fire zone LEDs v/ 2 conventional sounder circuits

v/ 188 addressable devices per loop with a 125 v/ 2 fire output relays (changeover) and 1 fault relay
address limit (max. 250 devices) (NC)

v/ 900mA per loop v/ 512 fully programmable alarm (sounder) groups

v Supports GFE and ZEQS protocols v 5121/0 groups

¢/ No ‘auto-learn’ required at commissioning v/ 10,000 event memory
stage. The panels automatically detect and v/ High resolution, high contrast backlit blue LCD
recognise addressed and connected devices display

v/ Peer-to-peer network of up to 32 CHAMELEON v Each panel backs up the configuration of the entire
control panels network

v/ RS422/Fibre-optic options for networking v/ Optional internal printer
communication

Technical Specifications:

0CTO-2 | 0OCTO-4

Mains Supply 90V AC to 230V AC 50/60 Hz (+10%, -15% tolerance)

Primary DC Supply 28.5V DC @ 2.4A (max)

Secondary Supply 21.6V DC (min) to 27.2V DC (max) - Battery Charger: 27.5V DC

Battery Capacity 2 x 12V 12Ah (internally)

Quiescent Current 68 ‘ 73mA

Alarm Current 117 ‘ 127mA

Aux. Power Output

2 x 24V DC 300mA/1 x 24V switched output

Loop Output Current (per loop)

900mA alarm peak/165mA quiescent

Conventional Sounder Circuits

2 x 250mA Max current drive - Fully monitored

Aux. Relays (Fire) 2 xrated 2A @ 30V DC resistive/0.5A @ 120V AC resistive/0.25A @ 240V AC resistive

Aux. Relays (Fault) 1 rated 2A @ 30V DC resistive/0.5A @ 120V AC resistive/0.25A @ 240V AC resistive

Operating Temperature

10°C to 50°C

Humidity Max. 85% RH Non-condensing
Ingress Protection Surface Mount: IP30
Dimensions 345 (L) x 375 (H) x 139 (W) mm
Weight 7.5Kg (no batteries)

Enclosure Colour

White (RAL 9003)

GFE Order Code Part No. Description
OCTO-2 OCTO + /2 LOOP OCTO 2
OCTO-4 OCTO +/ 4 LOOP OCTO 4

0203404 6790




Analogue Addressable Range

CHAMELEON

Repeater

Full Control Repeater

The CHAMELEON repeater, although a
compact design, functions in the same way
as a control panel but without the loops and
backup batteries.

The CHAMELEON network operates as a
true peer-to-peer system of up to 32 control
panels.

The repeater has a built-in network card and
occupies a network address. It can be wired
as fault-tolerant (recommended) or standard
network topology.

Technical Specifications:

Primary Supply 28.5V DC nominal (max)
Quiescent Current 65mA / 22mA

Alarm Current 26mA

Operating Temperature -10°C to 50°C

Humidity Max. 85% RH Non-Condensing

Ingress Protection Surface Mount: IP30, Recessed Mount: IP65
Dimensions 256mm (L) x 194mm (H) x 75mm (W)
Weight 760g

Enclosure Colour

White (RAL 9003)

GFE Order Code

CHAMELEON-REP

Description

CHAMELEON MINI REP CHAMELEON Control Repeater
INT RS422 P2P-D

@ globalfire-equipment.co.uk

Peripherals

A range of peripherals are available for the CHAMELEON range of panels

Network Cards

Allows the interconnection of up to 32 CHAMELEON network control panels
One required per control panel (CHAMELEON repeaters include this as standard)
Max. cable length between control panels = 1.2km

Max. cable length across network = 1.2km (RS422)/4.5km (Fibre-optic)

AN A AN

OCTO+ Internal Printer

Technical Specifications:

Primary Supply 20-30V DC

Supply Current 43mA (standby)/500mA (printing)

Operating Temperature 0°Cto 50°C

Dimensions 256mm (L) x 194mm (H) x 75mm (W)

Weight 633g

GFE Order Code Part No. Description
OCTO-PRINTER CHAMELEON internal printer  OCTO+ internal printer

Web Interface

Allows integration with existing LANs via Wi-Fi or optional Ethernet cable

Technical Specifications:

Primary Supply 20-30vDC

Supply Current 28mA

Operating Temperature -10°C to 50°C
Dimensions 90mm (L) x 40mm (H

0203404 6790




